
Thickness

Aspect

650+/- 5%

Tear Strenght

Tensile Strenght

1,25 +/- 5%

Elongation at Break

SEDE ESPUMAS

Safealco  collection
Technical Specifications

Weight

encomendas@majorfe.com espumas@majorfe.com www.majorfe.com

In Case of Coffee, Tea, etc Spills: Use an absorbent cloth or piece of paper, Do not rub! Allow the stain to be absorved until is removed from the 
material surface. Rub very gently with a tissue paper applying gentle circular movements to remove any remaining humidity.
Oil Stains: Use a soapy cotton cloth and gently rub the stain with circular movements. After this application use a clean, humid, cotton cloth to wipe off 
the area and dry the surface.
In Case of Dust: To remove dust, it is advisable to use a vacuum cleaner or a soft brush. Protect from direct sunlight. Do not clean with bleach.

CARE INSTRUCTIONS

NOTE
Due to dying process, some colors could present slightly difference between the col. swatch display on the catalogue, and the one expected.

MAJORFE, appeal for YOUR revalidation of the col. Exhibit on the catalogue, in result of eventuality failures in the elaboration of the catalogues. 

Certain clothing and accessories dyes (such as those used in denim jeans), may migrate to lighter colors. This phenomenon is increase by humidity and 

temperature, and is irreversible. MAJORFE, will not assume responsibility for the dye transfer caused by external contaminants and possible permanent 

staining caused by this phenomenon.     

Norm Unit Standart

Peel Adhension

Flexing Endurance

Abrasion Resistance

Color Fastness to Rubbing

Light Fastness

Flammability

Flame Retardancy

min. 550
min. 520
min. 60
min. 75

min. 25 +/- 20%
min. 15 +/- 20%

min. 100000

min. 80

min. 40000

min. 4
min. 4
min. 3
min. 5

max. 10

This product is ame retardant compatible with FR standarts below:
FMVSS 302 (FR Standart of Motor Vehicles) Ec
95/28 (FR Standart of Motor Vehicles)

Alcohol Resistance This product has alcohol resistant properties with its surface construction
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WET

Light Colors
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CHEMICAL CHARACTERISTICS

Polyurethane

Composition UNIT VALUE

Polyvinyl Chloride

Polyester

Cotton

%

%

%

%

2

73

17

8

FOR BUSINESS CONTRACT / FOR THE CONTRACT MARKET

Technical Upholster / Fabric Designer For:

- Automotive;
- Commercial Vehicles, Bus, Truck;
- Hotels, Restaurants, Bars;

- Nursery, Hairdresser;
- Cinemas, Theatres, Museum;
- Ofce, Meeting Rooms, Schools;
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