
Thickness

Aspect

475+/- 5%

Tear Strenght

Tensile Strenght

1,45 +/- 5%

Elongation at Break

SEDE ESPUMAS

Santa`s  collection
Technical Specifications

Weight
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AZO-DYES, HEAVY METALS, PESTICIDES, PCP/TeCP, FORMALDEHYDE, PCB ARE WITHIN ALLOWABLE LIMITS IN PRODUCTS DUE TO EKO-
TEX STANDART 100.

In Case of Coffee, Tea, etc Spills: Use an absorbent cloth or piece of paper, Do not rub! Allow the stain to be absorved until is removed from the 
material surface. R.ub very gently with a tissue paper applying gentle circular movements to remove any remaining humidity.
Oil Stains: Use a soapy cotton cloth and gently rub the stain with circular movements. After this application use a clean, humid, cotton cloth to wipe off 
the area and dry the surface.
In Case of Dust: To remove dust, it is advisable to use a vacuum cleaner or a soft brush. Protect from direct sunlight. Do not clean with bleach.

Valid for all colors. (Red colors may have less color fastness to rubbing)

Adds depth into your life - With its special surface touch, Santa`s collection can be used in all sofa aplications. Its softness like a fabric provides facility in 
manufacturing and using. Ideal for home and ofce use, Santa`s collection is an elegant and qualied product.

CLEANING INSTRUCTIONS

NOTE
Due to dying process, some colors could present slightly difference between the col. swatch display on the catalogue, and the one expected.

MAJORFE, appeal for YOUR revalidation of the col. Exhibit on the catalogue, in result of eventuality failures in the elaboration of the catalogues. 

Certain clothing and accessories dyes (such as those used in denim jeans), may migrate to lighter colors. This phenomenon is increase by humidity and 

temperature, and is irreversible. MAJORFE, will not assume responsibility for the dye transfer caused by external contaminants and possible permanent 

staining caused by this phenomenon.     
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CHEMICAL CHARACTERISTICS

Polyurethane

Composition UNIT VALUE
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