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NOTE
Due to dying process, some colors could present slightly difference between the col. swatch display on the catalogue, and the one expected.

MAJORFE, appeal for YOUR revalidation of the col. Exhibit on the catalogue, in result of eventuality failures in the elaboration of the catalogues. 

Certain clothing and accessories dyes (such as those used in denim jeans), may migrate to lighter colors. This phenomenon is increase by humidity and 

temperature, and is irreversible. MAJORFE, will not assume responsibility for the dye transfer caused by external contaminants and possible permanent 

staining caused by this phenomenon.     

* This term and any corresponding data refer to the typical performance in the specic tests indicated and should not be construed to imply the behavior 

of this or any other material under actual re condictions.

PolyesterTopcoat: Vinyl | Backing: 100% Ultra HiLoft2TM

min. 137 cm

+/- 30m

>100.000 cycles (Martindale)

EN 1021 Part1 & 2 | DIN 4102 B2 | UNI 9175 Classe 1.1M
NF P 92-503/M2 | UNE 23.727-90 IR/M.2

MVSS302 | IMO A.652(16) 8.2 & 8.3

Cold Crack -23º

UV Resistance 1000 hours >/= 7 Blue wool scale

CARE AND CLEANING
- The vinyl should be cleaned periodically in order to maintain its appearance and prevent build-up of dirt and contaminants.

- Any stain, spills, or soiling should be cleaned up promptly to prevent the possibility of permanent staining.

- Vinyl fabrics treated with Permablok3 require a minimum of maintenance to retain their good looks. Use soft soapy solutions or special cleaning 

products for vinyl fabrics to remove stains on the surface of the material. Remove only with a damp with cloth.

- Lacquers. Strong cleaners. Detergents. Xylene-Based solutions, Acetone or MEK  cause immediate damage and contribute to the deterioration of the 

material. The use of such cleaners is at the owner´s risk.  
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